Bell offers innovative Finlay
883+ Spaleck option in
Southern Africa

Gallagher Aggregates
chooses Bell ADTs for quarry
extension project

Bell Equipment, the distributor of Finlay mobile
crushing and screening equipment in Southern
Africa, has announced the introduction of an
innovative new product born from a joint venture
partnership with Finlay and Spaleck of Germany.

Thanks to their modular construction, the 3D screen
segments with maximum open screen area can be
quickly changed when necessary. The screen mats of the
3D Flip-Flow screen, are fastened without screws and
have no edges that could cause difficulties.

Gallagher Aggregates Ltd has purchased two new
Articulated Dump Trucks (ADTs) from Bell Equipment
as part of an ongoing programme of investing in the
latest and best plant and machinery for its
aggregates operation.

The processing of what was once believed to be
awkward materials, such as difficult and wet waste or
demolition materials, is a thing of the past due now that
Finlay, who are pioneers in mobile tracked equipment,
have created a partnership with Spaleck of Germany,
who themselves are market leaders in static recycling
technology.

Key features of this system include:

The order follows the granting of planning permission for
the extension of Hermitage Quarry in Maidstone. The
investment programme was held back while the future of
Hermitage Quarry was uncertain, but the planning
permission, finally granted in 2013, has guaranteed at
least another 25 years of production. With a secure
future ahead of it, Gallagher wants to ensure that the
quarry has the best and most up-to-date machinery
available.

At the heart of this mobile plant, is a two-deck Germandesigned and constructed high performance screenbox.
The unique stepped top deck design, combined with
state-of-the-art flip-flow technology on the bottom deck,
places the Finlay 883+ Spaleck into a class of its own.
Its processing and application flexibility, make this
machine the only all-in-one mobile solution for processing
difficult waste, recycling slag, construction and demolition
waste, shredded metal, wood, compost, mulch, ores,
coal and soil.
Large-grained material can also be screened on a
screening machine fitted with the Spaleck Flip-Flow
screen deck. The screening deck, with its 3D screen
segments, is positioned above the Flip-Flow screen deck
to form a cascade and protects and reduces the stress
on the Flip-Flow screen mats. The service life of these
mats is therefore increased while optimal screening
results are guaranteed.
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• Virtually blockage-free screening in the upper and
lower deck thanks to tried and tested 3D and FlipFlow technology
• The 3D screening segments guarantee accurate
screening with no long pieces passing into the
middle-grade material
• The Flip-Flow screen with screwless mounted screen
mats avoids unnecessary cleaning and reduces
maintenance times
• Screenbox discharge end can be hydraulically raised
500mm to facilitate efficient and easy media access
and changing
• The wave action of the Screenbox prevents pegging
and blinding of screened material
The first Spaleck Screenbox in the Southern African
region has been retro-fitted onto an older Finlay 883
Screen. It is currently being deployed on a mine in
Namibia where it is used as a scalper for producing
gabion rock. According to the machine’s owners, the
retro-fitting of the Screenbox was quite simple and it
really dropped into the Finlay 883 with no problems.

When the decision was made to replace two ADTs at its
Hermitage Quarry, Gallagher didn’t hesitate in going back
to the supplier of its current ones, Bell Equipment. Having
bought ADTs from Bell Equipment before, Gallagher
knew that it always supplied good, reliable machines that
could cope with the demands of a busy quarry.
Pat Gallagher, Chairman of the Gallagher Group, said:
“Once we knew that the quarry had a long future ahead

of it, we could implement plans to invest in the best plant
and machinery that we could. The old Bell ADTs have
served us well over the last eight years so we knew
immediately that we would go back to Bell Equipment to
get our replacements. With Bell you know what you get
– good, reliable trucks that won’t let you down. The
trucks will be worked hard with the new quarry extension
and we know that they will live up to the challenge.”
The machines in question are both Bell B50Ds – the
largest available ADTs on the market, which remain
unsurpassed in terms of payload. Designed and
manufactured by Bell, they offer a robust, resilient
performance as well as exceptional fuel efficiency, critical
in hard-working quarry environments.
Commenting on the continuing good relationship with
Gallagher Aggregates, Nick Learoyd, Managing Director
of Bell Equipment UK, said: “There is no better sign of a
satisfied customer than when they return for further
machines. We’re delighted that our ADTs continue to
impress the Gallagher Group and that our technology will
continue to play a vital role in production at Hermitage
Quarry.”

Gallagher Aggregates Ltd has purchased two new Articulated Dump Trucks (ADTs) from Bell Equipment as part of an
ongoing programme of investing in the latest and best plant and machinery for its aggregates operation.

Paul Chappel, the Finlay Regional Sales Manager
supporting Bell Equipment, says the following about the
Spaleck Screenbox: “We see the addition of the Spaleck
Screenbox to our established Finlay machines as a
value-adding exercise and believe that once the market is
exposed to this state-of-the-art technology, there will be
no limit to its application in the Southern African market.”
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